
PRODUCT DETAILS

Technical Data Sheet

UNIT SETUP

Sore Power Max 5-50A

Low Bat Cut-out

0.0-25.5 HRMax Cha Time

ITEM #: 

INVERTER CHARGER REMOTE

Battery Type Gel, Flooded, AGM1, AGM2

Charge Rate 50%(IC 2000); 40%(IC 3000)

FEATURES

• Change settings and modes of operation
• Monitor inverter/charger health and temperature

9.0-12.2VDC
• 50 ft cable included
• View real-time status of battery charging activity,

• 3 year warranty

DIMENSIONS (Inches)

Length 5.9

Width 3.9

Height 1.2

(mm)

149.8

99.0

30.48

Search Watts OFF, 5-50W

Equalization Active /Inactive

Rebulk Volt 12.0 - 16.0VDC

ABS Chg time 0.5-24 HR

Black

662187518169

  inverter AC input, and inverter status

REMOTE SETTINGS

Load Default Yes/No

Power Save

Contrast= 0- 100%Screen Setup
OFF, 1-60 Min

Set Pin Locked/Unlocked(PIN-0000)

UNIT READINGS

DC
11.68V
0.0A

AC INPUT
0A
0V
0Hz

VAC OUT
120V
60.0Hz

Temperature
Batt :20.0°C
Trans :30.5°C
Fets:30.6°C
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The product images shown are for illustration purposes only and may not be an exact representation of the product. Specifications subject to change without notice.
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